Dive 4246

19 Sept 2006

Pilot: Mark Spear

Observers: Keir Becker (port), Bob Meldrum (stbd)

1646
in sub

1700
cementer released

1705
sub in water; 1709 diving

1740
cementer on bottom 75 m from 1301B, x 2680, y 6045

1823
sub near bottom; first weight dropped

1827
second weight dropped, on bottom

1835
ground fault on 26+; stop to sleuth ground (no luck)

1900
head to cementer despite ground fault

1906
cementer in sight, a bit light, suspended above descent weight

1920
two plates added to cementer, a bit heavy

1929
descent weight dropped

1932
forks engaged, off to 1301B

1939
at wellhead

1958
land cementer on berm opposite slot in platform; install hose

2031
to blue hook, slid above floats


free blue hook, descend pulling blue line out of sock


reach near wellhead, blue line stuck, return to deal with snarl


top lab called down indicating urgency of deploying cement ASAP


decided to cut all floats to do so, snapped blue hook into D-ring at floats


found cementer on platform, valve facing slot, all hose in slot

2120
cut all floats away

2128
pin removed from cementing piston

2132
pin removed from valve lever handle

2133
valve opened, but plunger not moving; tap/bang plunger, shake unit, no joy

2151
UMC mated for 1301B download; data file short and comms lost with PPC

2233 
UMC off 

2236
homer recovered in basket

2238
flasher in basket

~2240
relay transponder dropped on attempted recovery; wait for silt to settle

~2300
relay transponder recovered; no time for 1301A download

2320
weights away; dive over

