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SEA-BIRD ELECTRONICS, INC.

1808 136th Place N.E., Bellevue, Washington, 98005 USA
Phone: (425) 643 - 9866 Fax (425) 643 - 9954 Email: seabird@seabird.com

SENSOR SERIAL NUMBER: 0904
CALIBRATION DATE: 16-Nov-07p

COEFFICIENTS

Soc = 0.3959
Boc = 0.0000
“Voffset = -0.4824

BATH OX BATH TEMP

(mi/)

.26
.26
.26
.27
.28
.30
.18
.19
.20
.21
.21
.23
.74
.79
.81
.82
.83
.85

Gy Gy Oy Gy O Oy A s B i R s B3

SBE 43 OXYGEN CALIBRATION DATA

TCor = 0.0006
PCor = 1.350e-04
BATHSAL  INSTRUMENT INSTRUMENT

ITS-90 PSU OUTPUT(VOLTS) OXYGEN(m/1)

2.00 0.00 0.811 1.26
12.00 0.01 0.903 1.26

6.00 0.00 0.849 1.27
20.00 0.01 0.978 1.26
26.00 0.01 1.041 1.27
30.00 0.01 1.093 1.30
20.00 0.01 2.118 4.16
26.00 0.01 2.316 4,17
2.00 0.00 1.580 4.21
12.00 0.01 1.885 4.21

6.00 0.00 1.702 4.22
30.00 0.01 2.479 4.24
30.00 0.01 3.666 6.77
26.00 0.01 3.460 6.78
20.00 0.01 3.150 6.79
12.00 0.01 2.756 6.83

6.00 0.00 2.462 6.84
2.00 0.00 2.269 6.85

oxygen (ml/) = (Soc * (V + Voffset)) * exp(Tcor * T) * Oxsat(T,S) * exp(Pcor * P)
V = voltage output from SBE43, T = temperature [deg C}, S = salinity [PSU]

Oxsat(T,S) = oxygen saturation {ml/l], P = pressure {dbar]
Residual = instrument oxygen - bath oxygen
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Date, Delta Ox (ml/l)

[@] 03-Aug-07p 0.60
{ A | 16-Nov-07p -0.01

POST CRUISE
CALIBRATION




