
1/2”s - P - 1/2”s

1/2” s - P - 1/2” s

3 * 17” floats on 3 m chain 

1/2” s - P - 1/2” s

37 m line

1/2”s - P - 1/2” s

RCM11 (SN 373))

3/8” s - P - 5/8” s

5 m line

top bridle:   3 * (1/2” s - wire - 1/2”s - 1/2” s) - P

sediment trap (~ 3.5 m, with bridles)
(SN 12055)

bottom bridle: P - 3 * (1/2”s - 1/2” s - chain - 1/2” s) 

Objects                   (lbs in water)  (lbs in air)
surface buoy   -133  175
1 float    -  55    45
3 floats in 3m chain  -153  151
hardware (incl. bridles):     54    63
RCM11       40    83
trap        77  165
Edgetech release      69    72
Alvin weights (14 thin):   224  228
Weight assembly:        1       1

Total
going down:                 124  983
coming up:             -   101   754

Sediment Trap Mooring - Radio float
LADDER-3, November 2007

surface buoy with strobe

5 m line

2.5 m line

5 m line

1/2”s - P - 1/2”s

5/8” s - P -1/2”s

5/8” s

long term link
3/8” shackle - 1 m chain - 1/2“ s

pull-pin release
carriage bolt - washer - 2 nut - locknut - eye - 3/8”s 
Alvin weights (14 thin)

Final Version -
deployed 28 Nov 2007

1/2” s

1/2”s - P - 1/2”s

5 m line

17” float on 1m chain

1/2” s - P taped TRAP_L3

1/2”s - P - 1/2”s

Edgetech acoustic release (SN24714)

5 mab

11 mab

62 mab

75 mab


