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SEA-BIRD ELECTRONICS, INC.
1808 136th Place N.E., Bellevue, Washington, 98005 USA

SENSOR SERIAL NUMBER: 0088
CALIBRATION DATE: 25-Jan-05

Phone: (425) 643 - 9866 Fax (425) 643 - 9954 Email: seabird@seabird.com

SBE 45 CONDUCTIVITY CALIBRATION DATA
PSS 1978: C(35,15,0) = 4.2914 Siemens/meter

COEFFICIENTS:
g = -1.011694e+000 CPcor = -9.5700e-008
h = 1.399886e-001 CTcor = 3.2500e-006
1 = -3.211267e-004 WBOTC = 6.3739e-006
j = 4.605998e-005
BATH TEMP  BATH SAL BATHCOND INSTFREO INST COND RESIDUAL
(ITS-90) (PSU) (Siemens/m) (Hz) (Siemens/m) (Siemens/m)
22.0000 0.0000 0.00000 2693.22 0.00000 0.00000
1.0000 34,6187 2.96068 5334.¢61 2.96067 -0.00001
4.5000 34.6026 3.26654 5535.44 3.26656 0.00002
15.0000 34.5735 4.24497 6132.86 4.24493 -0.00003
18.5000 34.5687 4.58905 6329.25 4.58904 -0.00001
24.0000 34.5655 5.14543 6634.15 5.14548 0.00005
29.0000 34.5674 5.66612 6906.84 5.66610 -0.00002
f=INST FREQ * sqrt(1.0 + WBOTC * t) / 1000.0
Conductivity = (g + hf” + if” +jf4) / (1 + 8t + gp) Siemens/meter
t = temperature[°C)]; p = pressure[decibars]; & = CTcor; € = CPcor;
Residual = instrument conductivity - bath conductivity
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