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SENSOR SERIAL NUMBER: 0140
CALIBRATION DATE: 29-Jan-08 

SBE 45 CONDUCTIVITY CALIBRATION DATA
PSS 1978: C(35,15,0) = 4.2914 Siemens/meter

 
COEFFICIENTS:

g = -1.022843e+000

h =  1.335381e-001

i = -5.421613e-005

j =  2.204238e-005

CPcor = -9.5700e-008

CTcor =  3.2500e-006

WBOTC =  5.7214e-007

 

 BATH TEMP       BATH SAL    BATH COND     INST FREQ       INST COND         RESIDUAL

       (ITS-90)             (PSU)           (Siemens/m)            (Hz)               (Siemens/m)         (Siemens/m)

  22.0000     0.0000    0.00000    2767.38    0.00000      0.00000

   1.0000    34.8044    2.97504    5464.20    2.97507      0.00003

   4.4999    34.7837    3.28194    5669.23    3.28194     -0.00000

  15.0000    34.7401    4.26325    6279.31    4.26321     -0.00004

  18.5000    34.7301    4.60817    6479.86    4.60812     -0.00004

  29.0000    34.7099    5.68685    7069.73    5.68702      0.00017

  32.5000    34.7027    6.05842    7261.37    6.05831     -0.00011

 

f = INST FREQ * sqrt(1.0 + WBOTC * t) / 1000.0

Conductivity = (g + hf
2
 + if

3
 + jf

4
) / (1 + δt + εp) Siemens/meter

t = temperature[°C)]; p = pressure[decibars]; δ = CTcor; ε = CPcor;

Residual = instrument conductivity - bath conductivity

Date, Slope Correction
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Conductivity (Siemens/m)

27-May-05  1.0006370
29-Jan-08  1.0000000


